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Technical Details 

 120 voice commands split in 4 'voice command groups' each with its own magic keyword, allows 

versatility for one to four users! 

 1 user at home with 120 voice commands (or could share 30 with a family member) 

 2 roommates such as in a rehab facility could share with 60 commands each 

 An occupational therapist could work with up to 4 clients at a time on multiple separate occasions 

 Excellent voice-recognition quality - commands are recorded in your own voice so any language or even 

otherwise very difficult to understand, slurred speech is not a problem! 

 Intelligently Learns Infrared Signals from any remote you have.  No need to try infrared codes and all 

devices even yet to be dreamed up will be supported. 

 Mix and cascade signals from different remotes to create Macros sequences of up to 10 individual IR 

signals per voice command.   

 For example: the command "Play Movie" could dim the lights, turn on the TV, turn on the DVD player, 

turn on the stereo, set the stereo to DVD surround sound, and finally start the movie playing. 

 Delay Insertion between Signals - allows you to pace your macro for varying equipment that may take a 

few seconds to start up or perform other operations 

 Omni-Directional Infrared Emission - powerful infrared emits in a circular pattern covering the entire room 

 Auto Mute - temporarily mutes the sound allowing your voice command be easily recognized without 

raising your voice 

 Dual Power Supply - AC adaptor included allowing for voice activation any time or use 4 AA batteries for 

portability anywhere (times out after 10 minutes to conserve battery power) 

 Convenient Handheld Extender Remote provides optional single button manual activation of VoiceIR 

instead of using the magic keywords plus manual operation of volume and channel browsing for 

dexterous family and friends. 

  

1.  Infrared Emitting Window 

2.  User Buttons & LEDs 

3.  Infrared Receiving Window 

4.  Microphone 

5.  Battery Box Cover 

6.  Battery Box Stand 

7.  Battery Power Switch 
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Specifications 

  

Power supply: AC/DC 

adaptor: 

9VDC, 300mA 

Battery: AA X 4 

IR reception distance: 10cm(4 inches) 

Linear ultimate distance of IR emission: 8 meters(2.7ft) 

Ultimate speech input distance: 3 meters(10 ft.) 

IR reception angle: +45° ~ -45° 

Cover range per IR emission: +30° ~ -30° 

Power rating of speaker: 0.1W 

Dimension: 189mm(diameter)x55mm(height) 

(7.4" x 2.2") 

Weight: 218 g.(0.48lb) 

Operating temperature: 0°C~40°C(32°F~104°F) 

Manufacturer's Warranty 

Extended Warranty Available serviced by 

Broadened Horizons 

30 days 

 

1 Year 

 


